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Soustruhy > CNC > SL-40 THE

Inv. Cislo:

Typ:

Parametry:
Vyrobce:

Rok vyroby/SO/GO:
Lokalita:

Popis:

104163

SL-40 THE

645 mm, 1100 mm

HAAS

2007/-/-

Ceska republika

Stroj je v dobrém technickém stavu, po dohodé moZznost prohlidky. Ma
vSak zavadu na pfevodovce, vyZzadujici opravu, po pfedchozi dohodé
moznost odzkouseni. Primér na otoceni 1045 mm, délka soustruzeni
1100 mm, ovladani HAAS CNC, primér na otoCeni nad lozem skli¢ko
645mm rozte¢ 1295 mm Kalibr vietena 102mm Rychlost otaéeni
Rozsah Il 10-2500 U / min pohon vietena 29,8 kW ¢&. nastroji v hlavé 1
10 Celkovy pfikon 39 kW hmotnost stroje ca. 11,5 t rozméry stroje ca.
6,5 x 2,9 x 2,8 m doba, po ktere byl stroj zapnuty: 22 760 hodin.
Turning diameter 1045 mm turning length 1100 mm control HAAS CNC
turning diameter over bed slide 645 mm spacing 1295 mm 102 mm
Spindle rotation speed Range Il 10-2500 U / min spindle drive 29.8 kW
no. of tools in the head 1 10 39 Total input kW weight of the machine
ca. 11.5 t dimensions of the machine ca. 6.5 x 2.9 x 2.8 m length of
time that the machine was switched: 22,760 hours.
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