
Obráběcí centra > vertikální > U 630 T

Inv. číslo: 106277
 Typ: U 630 T
 Parametry: 630 mm, 500 mm
 Výrobce: Hermle AG
 Rok výroby/SO/GO: 1999/-/-
 Lokalita: Česká republika
 Popis: Stroj je v dobrém technickém stavu.  Upínací plocha stolu : 900x528

mm  Pojezd os:  Osa X : 630 mm   Osa Y : 500 mm   Osa Z : 500 mm 
Řídící systém : Heidenhain iTNC426     Otáčky vřetene : 20 - 7000
/min.   Počet řízených os : 3   Chlazení středem : false   Upínací kužel
vřetena : ISO 40   Hmotnost: 4800kg  Po GO vřeteno kompletně
ložiska, upínací kužel, kleština, upínací pružina a rotační přívod.
(provedeno v roce 2018)  Nový výkonový modul, a výměna
kuličkového šroubu, matice, ložisek a řemenů na osách X a Y.   Po
dohodě možnost prohlídky v chodu.  The machine is in good technical
condition.  Table clamping surface: 900x528 mm  Axis travel:  X-axis:
630 mm  Y-axis: 500 mm  Z-axis: 500 mm  Control system: Heidenhain
iTNC426  Spindle speed: 20 - 7000 rpm.  Number of controlled axes: 3 
Cooling through center: false  Spindle taper: ISO 40  Weight: 4800kg 
After GO the spindle completely bearings, clamping cone, collet,
clamping spring and rotary lead. (implemented in 2018)  New power
module, and replacement of ball screw, nut, bearings and belts on X
and Y axes.  Upon agreement the possibility of a tour in operation.
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