
Lisy > ostatní > SH 630- 1.6 x 1.3

Inv. číslo: 108420
 Typ: SH 630- 1.6 x 1.3
 Parametry:
 Výrobce: Schuler
 Rok výroby/SO/GO: 2005/-/-
 Lokalita: Slovensko
 Popis: Celková hmotnost lisu 74.000 kg  Jmenovitá síla 6.300 kN  D ka zdvihu

Max. 600 mm  Montáná výška 900 mm  Zavírací rychlost 500 mm/s 
Pracovní rychlost Max. 23 mm/s  Pracovní rychlost min. 51 mm/s 
Základ a nástroje Max. ( ×H) 2.280 x 1.200 mm  Základ a nástroje min.
( ×H) 1.250 x 600 mm  Výška nástroje min. 300 mm  Celková hmotnost
nástroje Max. 2.500 kg  Celková hmotnost nástroje Max. 5.000 kg 
Přípustné mimostředové  zatížení vlevo prava  490 kNm  Přípustné
mimostředové  zatížení vpředu vzadu  250 kNm  Instalovaný výkon
295 kW  Jmenovitý proud 565 A  Napětí 400 V  Frekvence 50 Hz 
Provozní hydraulický tlak 278 bar  Celkový objem oleje 5.185 l  Druh
oleje HLP 68 v souladu s DIN 51524.  Total press weight 74,000 kg 
Nominal force 6,300 kN  D ka to stroke Max. 600 mm  Installed height
900 mm  Closing speed 500 mm/s  Working speed Max. 23 mm/s 
Working speed min. 51 mm/s  Base and tools Max. (×H) 2,280 x 1,200
mm  Base and tools min. (×H) 1,250 x 600 mm  Tool height min. 300
mm  Total tool weight Max. 2,500 kg  Total tool weight Max. 5,000 kg 
Permissible eccentric  load left right  490 kNm  Permissible eccentric 
load front rear  250 kNm  Installed power 295 kW  Nominal proud 565
A  Voltage 400V  Frequency 50 Hz  Operating hydraulic pressure 278
bar  Total oil volume 5,185 l  Oil type HLP 68 in accordance with DIN
51524
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