
Ostatní stroje > pily > HBP 530

Inv. číslo: 108477
 Typ: HBP 530
 Parametry:
 Výrobce: BEHRINGER
 Rok výroby/SO/GO: 2008/-/-
 Lokalita: Česká republika
 Popis: Stroj je v dobrém technickém stavu, možno vyzkoušet pod proudem. 

Pracovní rozsah– kruh/hranol : 530mm/700 x 530 mm Nejmenší
rozměr na dělení : 20 mm/20 x 20mm   Nejmenší délka zbytku : 40 mm
Řezmá rychlost : 19 – 130 m/min   Množství chlad.kapaliny : 200 l  
Tlak v systému : 95 barr   Výkon motoru – pohon pily : 5,5 kW   Výkon
motoru – čerpadlo chlazení : 2,2 kW   Výkon motoru – dopravník třísek
: 0,09 kW   Příkon : 11 kw Napětí : 400 V   Odběr proudu : cca 23 A  
Jištění : 35 A   Přívodní kabel : 4 x 6 mm min.   Váha : 3.800 kg.    The
machine is in good technical condition, can be tested under power. 
Working range- circle/square : 530mm/700 x 530 mm Smallest
dimension for cutting : 20 mm/20 x 20mm  Smallest residue length : 40
mm  Cutting speed : 19 - 130 m/min  Coolant quantity : 200 l  System
pressure : 95 barr  Motor power - saw drive : 5,5 kW  Motor power -
cooling pump : 2,2 kW  Motor power - chip conveyor : 0,09 kW 
Gxbju33  Power input : 11 kw Voltage : 400 V  Current consumption :
approx. 23 A  Protection : 35 A  Supply cable : 4 x 6 mm min.  Weight :
3.800 kg.
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