
Soustruhy > CNC > Puma TT 1800 SY

Inv. číslo: 108576
 Typ: Puma TT 1800 SY
 Parametry: 300 mm, 600 mm
 Výrobce: Doosan
 Rok výroby/SO/GO: 2006/2023/-
 Lokalita: Česká republika
 Popis: Stroj ve velmi dobrém technické stavu, po dohodě možnost

odzkoušení.  ŘS Fanuc, dopravník třísek, výměna šroubů.  Max.
oběžný průměr nad ložem 300mm.  Max. oběžný průměr nad suportem
230mm.  Max. průměr soustružení nad ložem s horní hlavou 230mm. 
Max. průměr soustružení nad ložem s dolní hlavou 230mm.  Max.
délka soustružení 600mm.  Max. vzdálenost mezi čelem pravého a
čelem levého vřetena 980mm.  The machine is in  very good technical
condition, it is possible to test it by agreement.  ØS Fanuc, chip
conveyor, screw replacement.  Max. circulating diameter above bed
300mm.  Max. circulating diameter above support 230mm.  Max.
turning diameter above bed with upper head 230mm.  Max. turning
diameter above bed with lower head 230mm.  Max. turning length
600mm.  Max. distance between the face of the right and the face of
the left spindle 980mm.  Video:
https://www.youtube.com/watch?v=GaOb8DsxLNg
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