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Brusky > ostatni > ML 100 3Z

Inv. Cislo:

Typ:

Parametry:
Vyrobce:

Rok vyroby/SO/GO:
Lokalita:

Popis:

108802
ML 100 3Z

NS Maquinas

2017/-/-

Ceska republika

Stroj v dobrém technickém stavu, po dohodé moznost odzkous$eni.
Bruska idealni pro opracocani rovnych kulatych trubek nebo ovalnych
trubek. Bruska ma orbitalni systém, ktery zajistuje viceucelové pouziti.
Podavani obrobk( a otevirani past je automatické. Velikost obrobku
pramér 10-114mm. Minimalni délka obrobku pfi automatickém
podavacim systému: 355mm. Pocet brousicich past: 6 Celkovy
vykon: 14kW. Rychlost brousicich pasi: 10-30 m/s. The machine is in
good technical condition, it is possible to test it by agreement. A
grinder ideal for processing straight round tubes or oval tubes. The
sander has an orbital system that ensures multi-purpose use. Feeding
of workpieces and opening of belts is automatic. Workpiece size
diameter 10-114mm. Minimum length of the workpiece with the
automatic feeding system: 355mm. Number of grinding belts: 6 Total
power: 14kW. Speed of grinding belts: 10-30 m/s.
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