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Soustruhy > CNC > GCL 2

Inv. Cislo:

Typ:

Parametry:
Vyrobce:

Rok vyroby/SO/GO:
Lokalita:

Popis:

108848

GCL 2

400 mm, 600 mm

Goodway

2001/-/-

Ceska republika

Stroj je v dobrém technickém stavu, po dohodé moznost prohlidky v
chodu. Ke stroji jsou dostupné nahradni dily.Rizeni CNC FANUC fady
O-T Provozni hodiny: nejsou znamy Max. Priimér otaceni: @400 mm
Max. Max. primér otaceni: @ 230mm Standardni primér otaceni:
@220mm Max. Délka ota€eni: 300 mm Velikost skli¢idla: &8"
Maximalni pramér otaceni: @ 51 mm Maximalni primér otvoru
vietena: @ 66 mm Priimér loziska vietena: @ 100 mm Celo vietena:
A2-6 Vykon motoru ( Cont/ 30 min. ): 11/15 KW Maximalni otacky
[ot/min]: 4 500 ot/min Max. Max. zdvih osy X: 125 mm Max. Max.
zdvih osy Z: 320 mm Revolver: 12 stanic. The machine is in good
technical condition, inspection is possible upon agreement walk.
Spare parts are available for the machine. CNC control FANUC series
O-T Operating hours: not known Max. Turning diameter: @400 mm
Max. Max. turning diameter: @ 230mm Standard turning diameter:
@220mm Max. Turning length: 300 mm Chuck size: @8" Maximum
turning diameter: @ 51 mm Maximum hole diameter spindle: @ 66 mm
Spindle bearing diameter: @ 100 mm Spindle face: A2-6 Engine power
( Cont /30 min.): 11/15 KW Maximum revolutions [rpm]: 4,500 rpm
Max. Max. X-axis stroke: 125 mm Max. Max. Z-axis stroke: 320 mm
Revolver: 12 stations Video:
https://www.youtube.com/watch?v=e50HvVBRvko
https://www.youtube.com/watch?v=nb-3FZ8zSSg
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GOODWAY CNC LATHE [l
azardous Vol
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POWER INPUT: 39,50/ 60HZ,220V

| mAIN FusE: IR A
| RATED CAPACITY IEEEEEE KVA

l GOODWAY MACHINE CORP.
I ND.13 FIVE ROAD TAICHUNG INDUSTRIAL PARK TAIWAN R.0.C
MADE IN TAIWAN TEL:(D4)3b91226 FAX:886-4-3590536
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